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OBTAIN A CURRENT SATELLITE I 
ALMANAC AT A SERVER j 






CREATE A SUBSET OF THE CURRENT SATELLITE 
ALMANAC THAT INCLUDES DATA FOR FEWER THAN 
ALL SATELLITES IN SERVICE IN THE SATELLITE 
CONSTELLATION 






TRANSMIT THE SUBSET OF THE CURRENT 
SATELLITE ALMANAC FROM THE SERVER 
TO THE WIRELESS DEVICE 
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FIG. 1 
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DETERMINE THE APPROXIMATE POSITION ( 
OF A WIRELESS DEVICE | 






OBTAIN A CURRENT SATELLITE ALMANAC AT A 
SERVER IN THE COMMUNICATIONS INFRASTRUCTURE 






DETERMINE WHICH SATELLITES IN THE GPS 
CONNSTELLATION ARE NOT IN VIEW 
OF THE WIRELESS DEVICE 






CREATE A SUBSET OF THE CURRENT SATELLITE 
ALMANAC THAT INCLUDES DATA ONLY FOR ONE 
OR MORE SATELLITES NOT IN VIEW OF THE 
WIRELESS DEVICE 






TRANSMIT THE SUBSET OF THE CURRENT 
SATELLITE ALMANAC FROM THE SERVER 
TO THE WIRELESS DEVICE 






RECEIVE THE SUBSET OF THE SATELLITE ALMANAC 
DATA AND UPDATE THE SATELLITE ALMANAC 
INFORMATION STORED IN THE WIRELESS DEVICE 
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FIG. 2 
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